PHS MoU Document
B-1F 2.04-01-TS

Title : Public Personal Handy-Phone System: Interface between Public
Cell Station and ISDN-based PHS Switching Center-Layer 1
Specification of Basic Rate Interface

Version : 01

Date: Dec. 17, 1996

PHS MoU Classifications : Unrestricted

List of contents:
<Summary>
1. Relation with international standards
2. Differences from ITU-T Recommendation 1.431
3. References
4. Items for further study

< Layer 1 Specification of Basic Rate Interface >

Number of pages: 2

PHS MoU Group

c/o Association of Radio Industries and Businesses (ARIB)
14F, Nittochi Building, 4-1, Kasumigaseki 1-choume, Chiyoda-ku, Tokyo 100, Japan
TEL +81-3-5510-8599 FAX +81-3-3592-1103

© PHS MoU Group 1996



PHS MoU Document
B-IF 2.04-01-TS

History of Revised Versions

Version Date Outline
01 17 April 1996 | Established
01 17 Dec. 1996

e Document No. is changed. (Formerly
IF2.04)

e Document title is changed. (Formerly
Personal Handy-Phone System Public (
Station-ISDN Interface —Layer 1
Specification of Basic Rate Interface-)

Cell




B-IF2.04-01-TS
Public Personal Handy-Phone System :
Interface between Public Cell Station and ISDN-based PHS
Switching Center-Layer 1 Specification of Basic Rate Interface

<Summary>

1. Relation with International Standards

This specification conforms to ITU-T Recommendation 1.430.

2. Differences from ITU-T Recommendation 1.430

There are no differences between this specification and ITU-T Recommendation 1.430.

However, in the country where the Personal Handy-Phone System is introduced, if there is a regional
specification for the basic rate interface layer 1, the regional specification can be applied.

3. Reference
ITU-T Recommendations: 1430
4. Item for Further Study

None
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Interface between Public Cell Station and ISDN-based PHS
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This specification as is specified in ITU-T Recommendation 1.430 is applied.

(2) B-IF2.04-01-TS



