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Public Personal Handy-Phone System:
Signalling Interworking between IF2 and IF3

< Summary >

1. Relation with International Standards

This specification conforms to ITU-T Recommendation Q.699 (blue book version) in principle.

2. Differences from ITU-T Recommendation Q.699

The differences between this specification and ITU-T Rec. Q.699 (blue book version) are summarized
in the Table 1/B-IW1.02.

3. References

ITU-T Recommendation Q.699 (blue book version)
PHS MoU Specifications B-IF2.02, B-IF3.01, B-IF3.02, B-IF3.03, B-IF3.04, B-IF3.07

4. Items for Further Study

Signalling Interworking for supplementary services is left for further study.
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Table 1/B-IW1.02 Differences between this specification and ITU-T Q.699

Item Difference Reasons
1) Common terms (1) In general, "user" is changed to "public

cell station". In Figures 3/Q.699 to
34/Q.699, "user" means "public cell
station" or ISDN user.

(2) In Tables 1/Q.699 to 25/Q.699,
"Network is changed to "ISDN".
In these Tables, "Originating
User/Network" and "Terminating
User/Network" are basically changed
to "Originating public cell station" and
"Terminating public cell station"
respectively if it interworks with
"Network" based on DSS1 protocol.
However, "Originating User/Network"
in Table 14/ Q.699 and "Terminating
User/Network" in Table 15/Q.699 do
not mean public cell station although
they interworks with "Network" based
on DSS1 protocol.

(3) "ISDN service" is changed to "PHS
service" in sub-clause 1.4 of Q.699.

(1) This change makes clear
what "user" means

(2) These change make clear
what these words mean.

(3) This change makes clear
what "ISDN service"
means.

2) Notes relative to
Figures 3/Q.699
to 19/Q.699

ITU-T Recommendations referred in sub-
clause 3.1.18 are blue book version.

Version of referred
Recommendation is clarified.

3) Annex B Not included. Usage of "Cause" is specified
in Recommendation Q.850
(white book version) and be
separately specified by the
PHS MoU in future.
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Public Personal Handy-Phone System:
Signalling Interworking between IF2 and IF3

1. General

The same specification as what is specified in ITU-T Recommendation Q.699 (blue book version) is
applied in principle.


